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Applications
130 Series are designed for direct screw fitting into the process,
mainly in tanks and pipe lines.
These series are suitable for fluid and gaseous media under 
moderate mechanical load and normal chemical stress.
The protection tube is fully welded and screw-fitted into the 
connection head.

- Fluid and gaseous media 
- Tanks 
- Pipe lines

Standard  Specification Overview

Element type
 · Pt 100Ω at 0°C, Pt 1000Ω at 0°C (DIN / BS / IEC)

Protection Tube Out Diamter (mm)
 ·  8.0 / 10 / 12 / 15 / 17.3 / 21.7 / etc  

Lead connection
 · 3-wires / 4-wires / 6-wires 

Number of Element
 · Single / Double

Tube Material
 · 304 SS / 316 SS / etc… 

Accuracy
 · Class A : ± (0.15 ＋ 0.002│t│) 
 · Class B : ± (0.3 ＋ 0.005│t) 

Operating Temperature Range
 · 0 ~ 600°C 

Rated Current
 · 1mA

Metallic Protection Tube RTD 
 (Resistance Temperature Detector) Sensor

 (130 Series)
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  Model Description

130 Metallic Protection Tube RTD (Resistance Temperature Detector) Sensor

Code (1) Connection Head type Explosion Proof

1 Explosion Proof Aluminum Head  (Dual Conduits) Ex d IIC T6

2 Explosion Proof Aluminum Head  (Single Conduits) Ex d IIC T6   

3 General Aluminum Head  (Single Conduits) Weatherproof (IP65)

4 General Stainless Steel Head  (Single Conduits) Weatherproof (IP65)

Code (2) Element Type Material Tempearture Range

P Pt 100Ω at 0°C Pure Platinum -200 ~ 600°C 

Q Pt 1000Ω at 0°C Pure Platinum -200 ~ 600°C   

Code (3) Terminal

S Single Junction

D Double juction

Code (4) No. of Conductor wire

3 3-wire (Single)

4 4-wire (Single)

6 6-wire (Double)

Code (5) Sensor type

GP General purpose type

Code (6) Extension Type Extension Length (mm)

00 None

10 Fixed Thread None

11 Fixed Thread Lag length 100

13 Fixed Thread Lag length 150

19 Fixed Thread Lag length Others

23 Nipple Length 100

29 Nipple Length Others

33 Union & Nipple Length 150

39 Union & Nipple Length Others

43 Nipple & Flange Lag length 100

44 Nipple & Flange Lag length 150

49 Nipple & Flange Lag length Others

50 Compression Fitting None

60 Movable Thread None

61 Movable Flange None

99 Others

Code (7) Protection Tube Material

A 304 SS

B 316 SS

X Others

Ordering Information for Metallic Protection Tube RTD Sensor (130 Series)
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Code (8) Protection Tube Outer Diamter (mm)

30 8.0mm

40 10mm

50 12mm

60 15mm

70 17.3mm

80 21.7mm

99 Others

Code (9) Conduit  Connection

A 1/2"PF

B 1/2"PT

C 1/2"NPT

D 3/4"PF

E 3/4"PT

F 3/4"NPT

X Others

Code (10) Process Connection Size Material

A None None

B 1/2" (15A) 304 SS

C 3/4" (20A)  304 SS

D 1" (25A) 304 SS

E 1-1/2" (40A) 304 SS

F 2" (50A) 316 SS

G 1/2" (15A) 316 SS

H 3/4" (20A) 316 SS

I 1" (25A) 316 SS

J 1-1/2" (40A) 316 SS

K 2" (50A) 316 SS

Z Other 316 SS

Code (11) Process Connection Type

0 None

2 PT

3 PF

4 NPT

8 NPS

9 Compression fitting connector  

F01 ANSI 150# RF

F02 ANSI 150# FF

F03 ANSI 300# RF

F04 ANSI 300# FF

F05 ANSI 600# RF

F15 JIS 10K RF

F16 JIS 10K FF

F17 JIS 20K RF
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F18 JIS 20K FF

F99 Others

Code (12) Sensor Immersion Length (L)

L0100 100mm

L0150 150mm

L0200 200mm

L0250 250mm

L0300 300mm

L0350 350mm

L0400 400mm

L0450 450mm

L0500 500mm

L0550 550mm

L0600 600mm

L0700 700mm

L0800 800mm

L0900 900mm

L1000 1000mm

XXXXX Others

Code (13) Tolerance Grade

R1 CLASS B : ± (0.3 + 0.005ㅣtㅣ) 

R2 CLASS A : ± (0.15 + 0.002ㅣtㅣ) 

X Others

Code (14) Calibrate certifications

N Not apply

T1 Test Report by Manufacturer

T2 Test Report by KOLAS (ILAC-MRA) 

Code (15) Accessory Options

0 Not apply

1 Thermowell

X Others

Sample Ordering Code : RTD 1301PS3GP33A50AB4L0150R1N1
* The standard specification and price are subject to change without prior notice
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Metallic Protection Tube RTD (130 Series) WEATHER PROOF

1303-00

1303-23

1303-50

1303-10

1303-33

1303-60

1303-11

1303-43

1303-61

1303-73
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  HISCO, INC. 

15-5, Yangpyeong-dong, 4-ga, Yeongdeungpo-gu, 150-866 Seoul, Korea 
T : 82-2-2677-6046 F : 82-2-2672-1873 http://www.hiscoi.com

Metallic Protection Tube RTD (130 Series) EXPLOSION PROOF

1302-00

1302-23

1302-50

1302-73

1302-10

1302-33

1302-60

1301

1302-11

1302-43

1302-61

Dual Conduit


